MRF TOWER SOP

AND START UP INSTRUCTION

“PS” PLEASE READ THROUGH ALL STEPS BEFORE STARTING THE COMPUTER

4 January 2000

1
All operators must be trained or in training status and accompanied by a certified trainer, No Exception.
2 It is the tower operator’s responsibility to shut down a malfunctioning target with-in 10 min. after it malfunctions.  This is done to prevent further internal damage to TM and circuitry.  Remember a broken target can not be shut down at the tower or at the computer (IT IS ALWAYS POWERED UP unless the breaker is turned off).  The operator must go down range to the malfunctioned target and turn the breaker off.  The breaker is located on the gray power box next to the target mechanism. 

3 The printer is not to be turned off as this will zero out the internal program and cause the printing not to fit on the paper when turned back on.  If this has happen prior to your unit arriving at the range you can still print using print screen.  The printer is not to be taken apart by any operator.

4 All operators must have in their possession a Tower Operation Manual to operate this tower and system.   

5 To receive credit for tower operations, an operator including trainees must furnish the following: Name, Rank, Unit, Last 4 of SSN, a phone number, and Date and time the duty was performed to Range Control or by E-mail madseni@ut-arng.ngb.army.mil or quarnbc@ut-arng.ngb.army.mil or send to AGCW-Range Control.  This information will insure all active tower operators receive proper credit and their certification is updated.  Remember an operator who has not been active for the past year will be dropped and he or she will be required to be retrained. 
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COMPUTER START UP PROCEDURES
Before starting: Make sure CB1 and CB2 are OFF.

They are located on the left side of power box.

Turn CB3 on (located on the right side of the power box) and wait 5-10 sec. Then check the exhaust fan located on the right upper side of the power box to see that it is on.

If the fan is not on, open door several inches to cool the power box components.  

Turn on CB1 and CB2.

Uncover Radio, PA System and Computer.

Please note printer is always on and should never be covered up.

The Computer, Monitor, PA System and Radio should now be on.

If not then check power strip behind the computer.  Make sure it is on and all individual switches located on each item are on.  Please leave all the individual switches and power strip on when shutting down the computer and system.  You should use only CB1, CB2 and CB3 to turn the power on or off to the system.

Turn the computer and system off in the reverse order listed above.
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