Subject:  Surface Danger Zone (SDZ) for 120mm M1002 Multi Purpose Anti-Tank Target Practice-Tracer (MPAT-TP-T) Cartridge
1.  References: 
     a. Electronic Mail, HQ AMC, subject:  SDZ for M1040 and M1002, dated 2 Oct 06 

     b.  DA Pam 395-63, subject:  Range Safety, dated 10 Apr 03. 

2.  SDZ data contained in reference a for subject cartridge (1315-01-509-3555-CA31)  is provided for information and use.
               Impact Media - Earth (Soft) 
Altitude     Distance X             Angle P          Distance W     Vertical Hazard       Area A             Area B 
Feet         Meters                 Degrees          Meters             Meters                  Meters             Meters
       0        7,200                    30                   975                 1,252                     N/R                    N/R 
1,000        7,425                    30                1,010                 1,288                     N/R                    N/R 
2,000        7,650                    30                1,045                 1,325                     N/R                    N/R 
3,000        7,875                    30                1,080                 1,363                     N/R                    N/R
4,000        8,100                    30                1,115                 1,402                     N/R                    N/R
5,000        8,325                    30                1,150                 1,444                     N/R                    N/R
6,000        8,550                    30                1,185                 1,486                     N/R                    N/R
7,000        8,775                    30                1,220                 1,530                     N/R                    N/R 
               Impact Media - Armor (Hard) 
Altitude     Distance X             Angle P          Distance W     Vertical Hazard       Area A             Area B 
Feet         Meters                 Degrees          Meters             Meters                  Meters             Meters

       0        7,200                    22                   550                    816                     N/R                    N/R 
1,000        7,425                    22                   575                    842                     N/R                    N/R
2,000        7,650                    22                   600                    868                     N/R                    N/R
3,000        7,875                    22                   625                    869                     N/R                    N/R
4,000        8,100                    22                   650                    924                     N/R                    N/R
5,000        8,325                    22                   675                    954                     N/R                    N/R
6,000        8,550                    22                   700                    985                     N/R                    N/R
7,000        8,775                    22                   725                 1,017                     N/R                    N/R
NOTES: 
   1.  Elevation of fire from firing position to target will not exceed five degrees. 
   2.  Non-explosive projectiles do not require (N/R) Areas A or B 
   3.  To correct for cross wind dispersion angle is increased by 0.15 degree per meter/second or 0.075 degree per knot.
   4.  Use the above data in conjunction with Figure 12-2, reference b for SDZ construction.  
3. Use the above data in conjunction with Figure 12-2, reference b for SDZ construction.  
4.  POC for this message is Jack Kornfeld, TRADOC CSO,  commercial (757) 788-2193/DSN 680-2193. 

